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Timber Connectors
Technical Data Sheet

STAINLESS STEEL 
CONNECTOR PLATE NAILS

JUN23

30 mm 2.8 mm Ø

PRODUCT RANGE

Product Code Size (mm) Weight
Approx. 

Number of 
Nails

VTCPNSS3028500 30 x 2.8 Ø 500 g 260
VTCPNSS30282 30 x 2.8 Ø 2 kg 1040
VTCPNSS30285 30 x 2.8 Ø 5 kg 2600

FIXING DETAILS 

VUETRADE Stainless Steel Connector Plate Nails can be used with 
all VUETRADE Stainless Steel timber connector products where  
30mm x 2.8mm Ø nail fixings are required.

Refer to individual product’s Technical Data Sheet for specific 
fixing details.

Usage of Stainless Steel Connector Plate Nails with galvanised 
VUETRADE products may result in bimetallic corrosion which will 
reduce their design capacities.

APPLICATION

VUETRADE Stainless Steel Connector Plate Nails are specially 
engineered and designed for VUETRADE Timber Connector 
Products to achieve the specified design capacity in their 
respective technical data sheets.

SPECIFICATION

VUETRADE Stainless Steel Connector Plate Nails are 
manufactured using Stainless Steel 316.

VUETRADE Stainless Steel Connector Plate Nails are suitable 
for all framing purposes where nail fixing is required as 
required by the framing code AS1684.2:2021 / AS1684.3:2021 /  
AS1684.4-2010. 

STAINLESS 
STEEL316

Compliant with the requirements 
of AS1684 and AS1720.


